
 
 
 
 
 
 

Goldhofer PST/SLE SPMT 

 
6-line self-propelled modular transporter (shown) 

 
 
Trailer:  Weight/line:  9,500# 
   Height:   39” to 59” 
   Wheels/line:  6 
   Cylinders/line: 2 
   Cylinder area: 11.1 in2 
   Length of deck: 4.88’/line 
 
VIN: WG0PST06M40060141 

 
Maximum capacity:   40 st/line* 
 
*Typical loading operating capacities may vary and are based on load distribution and 
angle of inclination. 
 
 
 
For more information, please contact engineering@berardtrans.com 

mailto:engineering@berardtrans.com


 
 
 
 
 
 

Goldhofer PST/SLE SPMT 

 
6-line self-propelled modular transporter (shown) 

 
 
Trailer:  Weight/line:  9,500# 
   Height:   39” to 59” 
   Wheels/line:  6 
   Cylinders/line: 2 
   Cylinder area: 11.1 in2 
   Length of deck: 4.88’/line 
 

VIN: WG0PST06M60060177 

Maximum capacity:   40 st/line* 
 
*Typical loading operating capacities may vary and are based on load distribution and 
angle of inclination. 
 
 
For more information, please contact engineering@berardtrans.com 

mailto:engineering@berardtrans.com


 
 
 
 
 
 

Goldhofer PST/SLE SPMT 

 
6-line self-propelled modular transporter (shown) 

 
 
Trailer:  Weight/line:  9,500# 
   Height:   39” to 59” 
   Wheels/line:  6 
   Cylinders/line: 2 
   Cylinder area: 11.1 in2 
   Length of deck: 4.88’/line 
 
VIN: WG0PST06M80060293 

 
Maximum capacity:   40 st/line* 
 
*Typical loading operating capacities may vary and are based on load distribution and 
angle of inclination. 
 
 
For more information, please contact engineering@berardtrans.com 

mailto:engineering@berardtrans.com


 
 
 
 
 
 

Goldhofer PST/SLE SPMT 

 
6-line self-propelled modular transporter (shown) 

 
 
Trailer:  Weight/line:  9,500# 
   Height:   39” to 59” 
   Wheels/line:  6 
   Cylinders/line: 2 
   Cylinder area: 11.1 in2 
   Length of deck: 4.88’/line 
 
VIN: WG0PST06M80060294 

 
Maximum capacity:   40 st/line* 
 
*Typical loading operating capacities may vary and are based on load distribution and 
angle of inclination. 
 
 
 
For more information, please contact engineering@berardtrans.com 

mailto:engineering@berardtrans.com


 
 
 
 
 
 

Goldhofer PST/ESE SPMT 

 
Self-propelled modular transporter power pack (shown) 

 
Power Pack:  Width:   8’ 
   Length:  12’-3”  
   Weight:  15,000# 
   Rotation:   0° to 15° 
 
VIN: 60816 

Hours Recorded: 3/18/2021 

(1) 1 cable remote for PST-powerpack with the following functions: lifting / lowering, 
steering, incl. selection of the different programs and alternation of the steering 
center (with electronical steering), drive- and brake actuation, gearchange and 
additional functions, cable-length 49 ft ,dead weight approx. 22 lb (2012, R-10) 

(2) 1 emergency remote control PST/SL-E and PST/ES-E, be made of:  
cable remote for steering during emergency operation, cable remote for travelling 
drive during emergency operation. (2012, ER-10) 

 
*Typical loading operating capacities may vary and are based on load distribution and 
angle of inclination. 
 
For more information, please contact engineering@berardtrans.com 



 
 
 
 
 
 

Goldhofer PST/SLE SPMT 

 
Self-propelled modular transporter power pack (shown) 

 
Power Pack:  Width:   10’ 
   Length:  14’-9”  
   Weight:  15,000# 
   Rotation:   0° to 15° 
VIN: 60295 

Hours Recorded: 3/18/2021 
 

(1) 1 cable remote for PST-powerpack with the following functions: lifting / lowering, 
steering, incl. selection of the different programs and alternation of the steering 
center (with electronical steering), drive- and brake actuation, gearchange and 
additional functions, cable-length 49 ft ,dead weight approx. 22 lb (2007, R-05) 

(2) 1 emergency remote control PST/SL-E and PST/ES-E, be made of:  
cable remote for steering during emergency operation, cable remote for travelling 
drive during emergency operation. (2007, ER-05) 

 
*Typical loading operating capacities may vary and are based on load distribution and 
angle of inclination. 
 
For more information, please contact engineering@berardtrans.com 


